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OUTDOOR COMMERCIAL INDUSTRIAL SPECIALTY RESIDENTIAL

SB6.5A19DLED27 V2.5B11DLED22 V2.5B11DLED22E
MODEL NUMBER

6.5W 2.5W 2.5W Input Wattage

120V 120V 120V Voltage

700 lm 250 lm 250 lm Delivered Lumens (lm)

108 lm/W 100 lm/W 100 lm/W Efficacy (lm/W)

80 80 80 Color Rendering Index (CRI)

2700K 2200K 2200K Color Temperature (CCT)

60W 25W 25W Equivalent Wattage

Yes Yes Yes Dimming Compatible

15,000 hours 15,000 hours 15,000 hours Longevity (Life Hours) L70

cULus cULus cULus CERTIFICATIONS 

V4.5A19DLED22 V4.5T14DLED22 V6.5ST18DLED22 V6.5G30DLED22
MODEL NUMBER

4.5W 4.5W 6.5W 6.5W Input Wattage

120V 120V 120V 120V Voltage

400 lm 400 lm 620 lm 620 lm Delivered Lumens (lm)

89 lm/W 89 lm/W 95 lm/W 95 lm/W Efficacy (lm/W)

80 80 80 80 Color Rendering Index (CRI)

2200K 2200K 2200K 2200K Color Temperature (CCT)

40W 40W 60W 60W Equivalent Wattage

Yes Yes Yes Yes Dimming Compatible

15,000 hours 15,000 hours 15,000 hours 15,000 hours Longevity (Life Hours) L70

cULus cULus cULus cULus CERTIFICATIONS 

LED Vintage Filament Lamps

SILVER BOWL A19
E26 BASE

VINTAGE A19
E26 BASE

VINTAGE T14
E26 BASE

VINTAGE ST18
E26 BASE

VINTAGE G30
E26 BASE

TORPEDO
E12 BASE

TORPEDO
E26 BASE
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MODEL NUMBER
SKBC2.0CDLED27  SKBC2.5DLED27 SKBF2.5DLED27

Input Wattage 2.0W 2.5W 2.5W

Voltage 120V 120V 120V

Delivered Lumens (lm) 75 lm 125 lm 125 lm

Efficacy (lm/W) 38 lm/W 50 lm/W 50 lm/W

Color Rendering Index (CRI) 81 80 80

Equivalent Wattage 10-15W 10-15W 10-15W

Color Temperature (CCT) 2700K 2700K 2700K

Dimming Compatible No No No

Longevity (Life Hours) L70 50,000 hours 50,000 hours 50,000 hours

CERTIFICATIONS cETLus cETLus (Wet Listed) cETLus (Wet Listed)

MODEL NUMBER
5B11DLED27* 6G25DLED27* 14G40DLED30*

Input Wattage 5W 6W 14W

Voltage 120V 120V 120V

Delivered Lumens (lm) 325 lm 450 lm 1300 lm

Efficacy (lm/W) 65 lm/W 75 lm/W 93 lm/W

Color Rendering Index (CRI) 82 82 82

Equivalent Wattage 40W 40W 150W

Color Temperature (CCT) 2700K 2700K 3000K

Dimming Compatible Yes Yes Yes

Longevity (Life Hours) L70 15,000 hours 25,000 hours 25,000 hours

CERTIFICATIONS cULus, ENERGY STAR® cULus, ENERGY STAR® ETL, ENERGY STAR®

*ENERGY STAR® for these models only

LED Marquee, Candelabra & Globe Lamps

CLEAR
E12 BASE

CLEAR
E26 BASE

FROSTED
E26 BASE

SUITABLE

W
ET

LOCATION

SUITABLE

W
ET

LOCATION

E12 BASE E26 BASE E26 BASE
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LAMPS COMMERCIAL RESIDENTIAL SPECIALTY

2.5G4LED27 2.5WDGLED27
MODEL NUMBER

2.5W 2.5W Input Wattage

12V AC/DC 12V AC/DC Voltage

180 lm 180 lm Delivered Lumens (lm)

72 lm/W 72 lm/W Efficacy (lm/W)

80 80 Color Rendering Index (CRI)

20W 20W Equivalent Wattage

2700K 2700K Color Temperature (CCT)

No No Dimming Compatible

25,000 hours 25,000 hours Longevity (Life Hours) L70

TUV TUV CERTIFICATIONS 

SKG0903LED27
SKG0903DLED27 (DIM)

SKG0905LED27
SKG0905DLED27 (DIM) MODEL NUMBER

3W 5W Input Wattage

120V 120V Voltage

275 lm, 220 lm 430 lm, 350 lm Delivered Lumens (lm)

92 lm/W, 73 lm/W 86 lm/W, 70 lm/W Efficacy (lm/W)

80 80 Color Rendering Index (CRI)

25W 40W Equivalent Wattage

2700K 2700K Color Temperature (CCT)

No, Yes No, Yes Dimming Compatible

25,000 hours 25,000 hours Longevity (Life Hours) L70

TUV TUV CERTIFICATIONS 

LED G4 & G9 Retrofit Lamps

12V
BI-PIN BASE

12V
WEDGE BASE
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MODEL NUMBER

6A19DLED27/G2*
6A19DLED30/G2*
6A19DLED40/G2

9A19DLED27*
9A19DLED30*
9A19DLED40*

9.5A19DLED927*
9.5A19DLED930*

11A19DLED27/G2*
11A19DLED30/G2*
11A19DLED40/G2*

15A21DLED27/G2*
15A21DLED30/G2*
15A21DLED40/G2*

Input Wattage 6W 9W 9.5W 11W 15W

Voltage 120V 120V 120V 120V 120V

Delivered Lumens (lm) 470 lm 800 lm 800 lm 1100 lm 1600 lm

Efficacy (lm/W) 78 lm/W 89 lm/W 84 lm/W 100 lm/W 107 lm/W

Color Rendering Index (CRI) 82 82 91-92 82 82

Equivalent Wattage 40W 60W 60W 75W 100W

Color Temperature (CCT) 2700K, 3000K, 4000K 2700K, 3000K, 4000K 2700K, 3000K 2700K, 3000K, 4000K 2700K, 3000K, 4000K

Dimming Compatible Yes Yes Yes Yes Yes

Longevity (Life Hours) L70 25,000 hours 25,000 hours 25,000 hours 25,000 hours 25,000 hours

CERTIFICATIONS cULus,
ENERGY STAR®

cULus,
ENERGY STAR®

cULus, CA Title 24
ENERGY STAR®

cULus,
ENERGY STAR®

cULus,
ENERGY STAR®

*ENERGY STAR® for these models only

MODEL NUMBER

6A19GUDLED27/G2*
6A19GUDLED30/G2*
6A19GUDLED40/G2

9A19GUDLED27/G2*
9A19GUDLED30/G2*
9A19GUDLED40/G2*

9.5A19GUDLED930/G2*
11A19GUDLED27/G2*
11A19GUDLED30/G2*
11A19GUDLED40/G2*

15A21GUDLED27/G2*
15A21GUDLED30/G2*
15A21GUDLED40/G2*

Input Wattage 6W 9W 9.5W 11W 15W

Voltage 120V 120V 120V 120V 120V

Delivered Lumens (lm) 470 lm 800 lm 800 lm 1100 lm 1600 lm

Efficacy (lm/W) 78 lm/W 89 lm/W 84 lm/W 100 lm/W 107 lm/W

Color Rendering Index (CRI) 82 82 91-92 82 82

Equivalent Wattage 40W 60W 60W 75W 100W

Color Temperature (CCT) 2700K, 3000K, 4000K 2700K, 3000K, 4000K 3000K 2700K, 3000K, 4000K 2700K, 3000K, 4000K

Dimming Compatible Yes Yes Yes Yes Yes

Longevity (Life Hours) L70 25,000 hours 25,000 hours 25,000 hours 25,000 hours 25,000 hours

CERTIFICATIONS cULus,
ENERGY STAR®

cULus,
ENERGY STAR®

cULus, CA Title 24
ENERGY STAR®

cULus,
ENERGY STAR®

cULus,
ENERGY STAR®

*ENERGY STAR® for these models only

LED Omni-Directional A Lamps Traditional Shape

A19

A19 A19 A19
90+ CRI

A19 A21

A19 A19
90+ CRI

A19 A21

E26 BASE

GU24 BASE
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11A19DLED30* 12A19DLED30-141*
MODEL NUMBER

11W 12W Input Wattage

120V 120V Voltage

800 lm 800 lm Delivered Lumens (lm)

73 lm/W 67 lm/W Efficacy (lm/W)

82 81 Color Rendering Index (CRI)

60W 60W Equivalent Wattage

3000K 3000K Color Temperature (CCT)

Yes Yes Dimming Compatible

25,000 hours 25,000 hours Longevity (Life Hours) L70

cULus, ENERGY STAR® cULus, ENERGY STAR® CERTIFICATIONS 

*ENERGY STAR® for these models only

12A19DLED930* 12A19GUDLED930*
12A19DLED27*
12A19DLED30*
12A19DLED41* MODEL NUMBER

12W 12W 12W Input Wattage

120V 120V 120V Voltage

800 lm 800 lm 1100 lm Delivered Lumens (lm)

67 lm/W 67 lm/W 92 lm/W Efficacy (lm/W)

95 95 82 Color Rendering Index (CRI)

60W 60W 75W Equivalent Wattage

3000K 3000K 2700K, 3000K, 4100K Color Temperature (CCT)

Yes Yes Yes Dimming Compatible

25,000 hours 25,000 hours 25,000 hours Longevity (Life Hours) L70

cULus, CA Title 24
ENERGY STAR®

cULus, CA Title 24
ENERGY STAR®

cULus,
ENERGY STAR®

CERTIFICATIONS 

*ENERGY STAR® for these models only

LED Omni-Directional A Lamps

A19 A19

E26 BASE

A19
90+ CRI E26 BASE

A19
E26 BASE

A19
90+ CRI GU24 BASE
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MODEL NUMBER
E9A19DLED27*
E9A19DLED30*

E9A19GUDLED27*
E9A19GUDLED30*

Input Wattage 9W 9W

Voltage 120V 120V

Delivered Lumens (lm) 800 lm 800 lm

Efficacy (lm/W) 89 lm/W 89 lm/W

Color Rendering Index (CRI) 82 82

Equivalent Wattage 60W 60W

Color Temperature (CCT) 2700K, 3000K 2700K, 3000K

Dimming Compatible Yes Yes

Longevity (Life Hours) L70 25,000 hours 25,000 hours

CERTIFICATIONS cULus, ENERGY STAR® cULus, ENERGY STAR®

*ENERGY STAR® for these models only

MODEL NUMBER
17A21/3WLED27*
17A21/3WLED30* 9A19LED27/G4*

Input Wattage 5/10/17W 9.5W

Voltage 120V 120V

Delivered Lumens (lm) 450/800/1600 lm 800 lm

Efficacy (lm/W) 94 lm/W 94 lm/W

Color Rendering Index (CRI) 82 82

Equivalent Wattage 40/60/100W 60W

Color Temperature (CCT) 2700K, 3000K 2700K

Dimming Compatible Yes No

Longevity (Life Hours) L70 25,000 hours 25,000 hours

CERTIFICATIONS cULus, ENERGY STAR® cULus, ENERGY STAR®

*ENERGY STAR® for these models only

LED Omni-Directional Enclosed Rated, 3-Way A Lamps
& Non-Dimmable A19

A19
E26 BASE

A21 3-WAY
E26 BASE

A19 NON-DIMMABLE
E26 BASE

A19
GU24 BASE
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7MR16LED30FL* 7MR16GUDLED30FL
MODEL NUMBER

7W 7W Input Wattage

12V 120V Voltage

400 lm 450 lm Delivered Lumens (lm)

57 lm/W 64 lm/W Efficacy (lm/W)

81 80 Color Rendering Index (CRI)

42W 42W Equivalent Wattage

3000K 3000K Color Temperature (CCT)

No Yes Dimming Compatible

25,000 hours 25,000 hours Longevity (Life Hours) L70

cULus, ENERGY STAR® cULus CERTIFICATIONS 

*ENERGY STAR® for these models only

6.5MR16DLED27FL
6.5MR16DLED30FL

6.5MR16GUDLED27FL
6.5MR16GUDLED30FL 6MR16GUDLED930FL

MODEL NUMBER

6.5W 6.5W 6W Input Wattage

12V 12V 120V Voltage

500 lm 500 lm 400 lm Delivered Lumens (lm)

77 lm/W 77 lm/W 67 lm/W Efficacy (lm/W)

82 82 90 Color Rendering Index (CRI)

42-50W 42-50W 50W Equivalent Wattage

2700K, 3000K 2700K, 3000K 3000K Color Temperature (CCT)

Yes Yes Yes Dimming Compatible

25,000 hours 25,000 hours 40,000 hours Longevity (Life Hours) L70

cULus cULus cULus, CA Title 24 CERTIFICATIONS 

*ENERGY STAR® for these models only

LED MR16 Lamps

GU5.3 BASE

GU5.3 BASE GU10 BASE

GU10 BASE GU10 BASE
90+ CRI
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MODEL NUMBER

7P20DLED27NF/G2*
7P20DLED27FL/G2*

7P20DLED30NF*
7P20DLED30FL/G2*
7P20DLED40NF/G2
7P20DLED40FL/G2*

12P30DLED27NF*
12P30DLED27FL*
12P30DLED30NF*
12P30DLED30FL*
12P30DLED41NF
12P30DLED41FL

12P30LNDLED27NF/G2*
12P30LNDLED27FL/G2*
12P30LNDLED30NF/G2*
12P30LNDLED30FL/G2*
12P30LNDLED40NF/G2
12P30LNDLED40FL/G2*

13P30LNLED230FL
13P30LNLED240FL

Input Wattage 7W 12W 12W 13W

Voltage 120V 120V 120V 277V

Delivered Lumens (lm) 470 lm 850 lm 850 lm 1000-1200 lm

Efficacy (lm/W) 67 lm/W 71 lm/W 71 lm/W 77-92 lm/W

Color Rendering Index (CRI) 82 80 80 82

Equivalent Wattage 50W 75W 75W 90W

Color Temperature (CCT) 2700K, 3000K, 4000K 2700K, 3000K, 4100K 2700K, 3000K, 4000K 3000K, 4000K

Dimming Compatible Yes Yes Yes No

Longevity (Life Hours) L70 25,000 hours 25,000 hours 25,000 hours 25,000 hours

CERTIFICATIONS cULus, ENERGY STAR® cULus, ENERGY STAR® cULus, ENERGY STAR® cRUus

*ENERGY STAR® for these models only

MODEL NUMBER

15P38DLED27NF/G2*
15P38DLED27FL/G2*
15P38DLED30NF/G2*
15P38DLED30FL/G2*
15P38DLED40NF/G2
15P38DLED40FL/G2*

17P38DLED27FL*
17P38DLED30FL*
17P38DLED41FL
17P38DLED50FL

17P38LED230FL
17P38LED240FL

Input Wattage 15W 17W 17W

Voltage 120V 120V 277V

Delivered Lumens (lm) 1050 lm 1300 lm 1700-1800 lm

Efficacy (lm/W) 70 lm/W 76 lm/W 100-106 lm/W

Color Rendering Index (CRI) 80 80 82

Equivalent Wattage 120W 150W 90W

Color Temperature (CCT) 2700K, 3000K, 4000K 2700K, 3000K, 4100K, 5000K 3000K, 4000K

Dimming Compatible Yes Yes No

Longevity (Life Hours) L70 25,000 hours 25,000 hours 25,000 hours

CERTIFICATIONS cULus, ENERGY STAR® cULus (Wet Listed) cRUus

*ENERGY STAR® for these models only

LED PAR Lamps

PAR20 PAR30
SHORT NECK

PAR30
LONG NECK

277V PAR30
LONG NECK

PAR38 277V PAR38PAR38
WET LISTED

SUITABLE

W
ET
LOCATION
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14BR40DLED930/G2*
17BR40DLED27/G2*
17BR40DLED30/G2*
17BR40DLED40/G2* MODEL NUMBER

14W 17W Input Wattage

120V 120V Voltage

1000 lm 1400 lm Delivered Lumens (lm)

71 lm/W 82 lm/W Efficacy (lm/W)

93 80 Color Rendering Index (CRI)

75W 100W Equivalent Wattage

3000K 2700K, 3000K, 4000K Color Temperature (CCT)

Yes Yes Dimming Compatible

25,000 hours 25,000 hours Longevity (Life Hours) L70

cULus, CA Title 24, ENERGY STAR® cULus, ENERGY STAR® CERTIFICATIONS 

*ENERGY STAR® for these models only

7BR20DLED27/G2*
7BR20DLED30/G2*
7BR20DLED40/G2*

8BR30DLED27/G2*
8BR30DLED30/G2*
8BR30DLED40/G2*

11BR30DLED27/G2*
11BR30DLED30/G2*
11BR30DLED40/G2*

12BR30DLED927/G2*
12BR30DLED930/G2*

MODEL NUMBER

7W 8W 11W 12W Input Wattage

120V 120V 120V 120V Voltage

550 lm 650 lm 850 lm 800 lm Delivered Lumens (lm)

   79 lm/W    81 lm/W 77 lm/W 67 lm/W Efficacy (lm/W)

82 82 82 94 Color Rendering Index (CRI)

50W 65W 65W 65W Equivalent Wattage

2700K, 3000K, 4000K 2700K, 3000K, 4000K 2700K, 3000K, 4000K 2700K, 3000K Color Temperature (CCT)

Yes Yes Yes Yes Dimming Compatible

25,000 hours 25,000 hours 25,000 hours 25,000 hours Longevity (Life Hours) L70

cULus, ENERGY STAR® cULus, ENERGY STAR® cULus, ENERGY STAR® cULus, CA Title 24, 
ENERGY STAR®

CERTIFICATIONS 

*ENERGY STAR® for these models only

LED BR Lamps

BR20

BR40
90+ CRI

BR40

BR30 BR30 BR30
90+ CRI
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LED PL, T8 UBend & T8/T5 Linear Direct Fit Lamps

HORIZONTAL MOUNT PL
BALLAST COMPATIBLE

T8 4'
COATED GLASS

T8 4'
GLASS

T5 4'
COATED GLASS

VERTICAL MOUNT PL
BALLAST COMPATIBLE

T8 UBEND
BALLAST COMPATIBLE

MODEL NUMBER

U16T8DF235
U16T8DF240
U16T8DF250

13PLG24QHLED27
13PLG24QHLED35
13PLG24QHLED41

13PLG24QVLED27
13PLG24QVLED35
13PLG24QVLED41

Input Wattage 16W (Bare Lamp) 13W 13W

Voltage (Ballast Dependent) (Ballast Dependent) (Ballast Dependent)

Delivered Lumens (lm) 1800 lm 850-900 lm 850-900 lm

Color Rendering Index (CRI) 85 84 84

Equivalent Wattage 32W Fluorescent 26-42W 26-42W

Color Temperature (CCT) 3500K, 4000K, 5000K 2700K, 3500K, 4100K 2700K, 3500K, 4100K

Dimming Compatible No No No

Longevity (Life Hours) L70 50,000 hours 50,000 hours 50,000 hours

CERTIFICATIONS cULus UL Classified UL Classified

MODEL NUMBER

L14T8DF435-G
L14T8DF440-G
L14T8DF450-G

L15T8DF435-CG
L15T8DF440-CG
L15T8DF450-CG

L27T5DF435-CG
L27T5DF440-CG
L27T5DF450-CG

Input Wattage 14W (Bare Lamp) 15W (Bare Lamp) 27W (Bare Lamp)

Voltage (Ballast Dependent) (Ballast Dependent) (Ballast Dependent)

Delivered Lumens (lm) 1800 lm 1850-2000 lm 3100-3400 lm

Color Rendering Index (CRI) 85 83 83

Equivalent Wattage 32W Fluorescent 32W Fluorescent 54W HO Fluorescent

Color Temperature (CCT) 3500K, 4000K, 5000K 3500K, 4000K, 5000K 3500K, 4000K, 5000K

Dimming Compatible No Yes (Ballast Dependent) No

Longevity (Life Hours) L70 50,000 hours 50,000 hours 50,000 hours

CERTIFICATIONS DLC, cULus, NSF DLC, cULus, ETL Sanitation DLC, cULus, ETL Sanitation

BYPASS DIRECTFIT
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6PLE26LED27
6PLE26LED30

6PLG24QLED27
6PLG24QLED30
6PLG24QLED35
6PLG24QLED40
6PLG24QLED50

6PLGU24LED27
6PLGU24LED30
6PLGU24LED40

6PLGX23LED27
6PLGX23LED35
6PLGX23LED40
6PLGX23LED50

MODEL NUMBER

6W 6W 6W 6W Input Wattage

120-277V 120-277V 120-277V 120-277V Voltage

500 lm 500-525 lm 500-525 lm 500-525 lm Delivered Lumens (lm)

83 lm/W 83-88 lm/W 83-88 lm/W 83-88 lm/W Efficacy (lm/W)

85 85 85 85 Color Rendering Index (CRI)

13W CFL 13W CFL 13W CFL 13W CFL Equivalent Wattage

2700K, 3000K 2700K, 3000K, 3500K, 
4000K, 5000K 2700K, 3000K, 4000K 2700K, 3500K, 

4000K, 5000K Color Temperature (CCT)

No No No No Dimming Compatible

50,000 hours 50,000 hours 50,000 hours 50,000 hours Longevity (Life Hours) L70

cULus UL Classified cULus UL Classified CERTIFICATIONS 

8PLE26LED27
8PLE26LED30

8PLG24QLED27
8PLG24QLED30
8PLG24QLED35
8PLG24QLED40
8PLG24QLED50

8PLGU24LED27
8PLGU24LED30
8PLGU24LED40

8PLGX23LED27
8PLGX23LED35
8PLGX23LED40
8PLGX23LED50

MODEL NUMBER

8W 8W 8W 8W Input Wattage

120-277V 120-277V 120-277V 120-277V Voltage

675 lm 675-725 lm 675-725 lm 675-725 lm Delivered Lumens (lm)

84 lm/W 84-91 lm/W 84-91 lm/W 84-91 lm/W Efficacy (lm/W)

85 85 85 85 Color Rendering Index (CRI)

18W CFL 18W CFL 18W CFL 18W CFL Equivalent Wattage

2700K, 3000K 2700K, 3000K, 3500K, 
4000K, 5000K 2700K, 3000K, 4000K 2700K, 3500K, 

4000K, 5000K Color Temperature (CCT)

No No No No Dimming Compatible

50,000 hours 50,000 hours 50,000 hours 50,000 hours Longevity (Life Hours) L70

cULus UL Classified cULus UL Classified CERTIFICATIONS 

LED PL Retrofit Lamps

E26 BASE

E26 BASE

GU24 BASE

GU24 BASE

G24Q BASE

G24Q BASE

GX23 BASE

GX23 BASE

BYPASS DIRECTFIT

BYPASS DIRECTFIT

BYPASS DIRECTFIT

BYPASS DIRECTFIT
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MODEL NUMBER
L10T8SE341

Input Wattage 10W

Voltage 120-277V

Delivered Lumens (lm) 1080 lm

Efficacy (lm/W) 108 lm/W

Color Rendering Index (CRI) 82

Color Temperature (CCT) 4100K

Dimming Compatible No

Replacement Wattage 25W Fluorescent

Longevity (Life Hours) L70 50,000 hours

CERTIFICATIONS UL Classified

2'

3'

MODEL NUMBER

L10T8SE235*
L10T8SE241
L10T8SE250

Input Wattage 10W

Voltage 120-277V

Delivered Lumens (lm) 1050 lm

Efficacy (lm/W) 105 lm/W

Color Rendering Index (CRI) 82

Color Temperature (CCT) 3500K, 4100K, 5000K

Dimming Compatible No

Replacement Wattage 17W Fluorescent

Longevity (Life Hours) L70 50,000 hours

CERTIFICATIONS DLC, UL Classified

*Special Order Only

LED Linear T8 Internal Driver
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4'
GLASS

4'
GLASS

5' 6'

L15T8SE435-G
L15T8SE440-G
L15T8SE450-G
L15T8SE465-G*

L18T8SE435-G
L18T8SE440-G
L18T8SE450-G

MODEL NUMBER

15W 18W Input Wattage

120-277V 120-277V Voltage

1800 lm 2200 lm Delivered Lumens (lm)

120 lm/W 122 lm/W Efficacy (lm/W)

85 85 Color Rendering Index (CRI)

3500K, 4000K, 5000K, 6500K 3500K, 4000K, 5000K Color Temperature (CCT)

No No Dimming Compatible

32W Fluorescent 32W Fluorescent Replacement Wattage

50,000 hours 50,000 hours Longevity (Life Hours) L70

DLC, UL Classified DLC, UL Classified CERTIFICATIONS 

*6500K is not DLC Certified

L19T8SE540-G L31T8SE641
MODEL NUMBER

19W 31W Input Wattage

120-277V 120-277V Voltage

2500 lm 3250 lm Delivered Lumens (lm)

131 lm/W 105 lm/W Efficacy (lm/W)

82 82 Color Rendering Index (CRI)

4000K 4100K Color Temperature (CCT)

No No Dimming Compatible

40W Fluorescent 70W Fluorescent Replacement Wattage

50,000 hours 50,000 hours Longevity (Life Hours) L70

UL Classified UL Classified CERTIFICATIONS 

LED Linear T8 Internal Driver
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4'
GLASS

4'
GLASS - 10YR WARRANTY

4'
GLASS

4'
GLASS - 10YR WARRANTY

MODEL NUMBER

L12.5T8SE435-G*
L12.5T8SE440-G
L12.5T8SE450-G

L12.5T8SE440-G10
L12.5T8SE450-G10

Input Wattage 12.5W 12.5W

Voltage 120-277V 120-277V

Delivered Lumens (lm) 1800 lm 1800 lm

Efficacy (lm/W) 144 lm/W 144 lm/W

Color Rendering Index (CRI) 85 85

Color Temperature (CCT) 3500K, 4000K, 5000K 4000K, 5000K

Dimming Compatible No No

Replacement Wattage 32W Fluorescent 32W Fluorescent

Longevity (Life Hours) L70 50,000 hours 100,000 hours

CERTIFICATIONS DLC, UL Classified DLC, UL Classified

*Special Order Only

MODEL NUMBER

L16.5T8SE435-G*
L16.5T8SE440-G
L16.5T8SE450-G

L16.5T8SE440-G10*
L16.5T8SE450-G10*

Input Wattage 16.5W 16.5W

Voltage 120-277V 120-277V

Delivered Lumens (lm) 2200 lm 2200 lm

Efficacy (lm/W) 133 lm/W 133 lm/W

Color Rendering Index (CRI) 85 85

Color Temperature (CCT) 3500K, 4000K, 5000K 4000K, 5000K

Dimming Compatible No No

Replacement Wattage 32W Fluorescent 32W Fluorescent

Longevity (Life Hours) L70 50,000 hours 100,000 hours

CERTIFICATIONS DLC, UL Classified DLC, UL Classified

*Special Order Only

High Efficiency LED Linear T8 Internal Driver

10

10
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LAMPS COMMERCIAL RESIDENTIAL SPECIALTY

LEPM03A0927 9PUADLED27
9PUADLED30

9PUAGUDLED27
9PUAGUDLED30 MODEL NUMBER

9W 9W 9W Input Wattage

120V 120V 120V Voltage

800 lm 800-850 lm 800-850 lm Delivered Lumens (lm)

89 lm/W 89-94 lm/W 89-94 lm/W Efficacy (lm/W)

82 80 80 Color Rendering Index (CRI)

60W 60W 60W Equivalent Wattage

2700K 2700K, 3000K 2700K, 3000K Color Temperature (CCT)

Yes Yes Yes Dimming Compatible

25,000 hours 25,000 hours 25,000 hours Longevity (Life Hours) L70

cULus cULus (Wet Listed) cULus (Wet Listed) CERTIFICATIONS 

10PUALED27
10PUALED30

10PUAGULED27
10PUAGULED30

10CPUALED27
10CPUALED30

10CPUAGULED27
10CPUAGULED30 MODEL NUMBER

10W 10W 10W 10W Input Wattage

120-277V 120-277V 120-277V 120-277V Voltage

850-900 lm 850-900 lm 900-1000 lm 900-1000 lm Delivered Lumens (lm)

85-90 lm/W 85-90 lm/W 90-100 lm/W 90-100 lm/W Efficacy (lm/W)

80 80 80 80 Color Rendering Index (CRI)

60W 60W 60W 60W Equivalent Wattage

2700K, 3000K 2700K, 3000K 2700K, 3000K 2700K, 3000K Color Temperature (CCT)

No No No No Dimming Compatible

25,000 hours 25,000 hours 25,000 hours 25,000 hours Longevity (Life Hours) L70

cULus
(Wet Listed - 120V)

cULus
(Wet Listed - 120V)

cULus
(Wet Listed - 120V)

cULus
(Wet Listed - 120V)

CERTIFICATIONS 

LED Puck Lamps

E26 BASE
(SUITABLE FOR

ENCLOSED FIXTURE)

E26 BASE
(SUITABLE FOR

ENCLOSED FIXTURE)

E26 BASE
(SUITABLE FOR

ENCLOSED FIXTURE)

GU24 BASE
(SUITABLE FOR

ENCLOSED FIXTURE)

GU24 BASE
(SUITABLE FOR

ENCLOSED FIXTURE)

NON-DIMMABLENON-DIMMABLE
NON-DIMMABLE NON-DIMMABLE

COMPACT
E26 BASE

(SUITABLE FOR
ENCLOSED FIXTURE)

COMPACT
GU24 BASE

(SUITABLE FOR
ENCLOSED FIXTURE)

SUITABLE

W
ET

LOCATION

SUITABLE

W
ET

LOCATION

SUITABLE

W
ET

LOCATION

SUITABLE

W
ET

LOCATION

SUITABLE

W
ET

LOCATION

SUITABLE

W
ET

LOCATION



17

MODEL NUMBER
BLHR43UN27B  BLHR43UN50B

Input Wattage 43W 43W

Voltage 120-277V 120-277V

Delivered Lumens (lm) 3900 lm 4300 lm

Efficacy (lm/W) 91 lm/W 100 lm/W

Color Rendering Index (CRI) 73 73

Color Temperature (CCT) 2700K 5000K

MH Replacement Wattage 100W 100W

Longevity (Life Hours) L70 50,000 hours 50,000 hours

CERTIFICATIONS cULus cULus

MODEL NUMBER
SKPT12LEDU30E26
SKPT12LEDU50E26

SKPT20LEDU30E26
SKPT20LEDU50E26

SKPT30LEDU30E39
SKPT30LEDU50E39

SKPT50LEDU30E39
SKPT50LEDU50E39

Input Wattage 12W 20W 30W 50W

Voltage 120V-277V 120V-277V 120V-277V 120V-277V

Delivered Lumens (lm) 1100 lm 1800 lm 3000-3300 lm 5000-5800 lm

Efficacy (lm/W) 92 lm/W 90 lm/W 100 lm/W 100 lm/W

Color Rendering Index (CRI) 82 82 80 80

Color Temperature (CCT) 3000K, 5100K 3000K, 5100K 3000K, 5000K 3000K, 5000K

MH Replacement Wattage 50W 75W 125W 175W

Longevity (Life Hours) L70 50,000 hours 50,000 hours 50,000 hours 50,000 hours

CERTIFICATIONS cULus cULus DLC, cULus DLC, cULus

Specialty LED Retrofit Lamps

E26 BASE E26 BASE E39 BASE

E39 BASEE39 BASE

E39 BASE
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