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1. Attach cable glider to surface mounting clip using provided
lock nut as shown. Lock-Nut
2. Snap assembly onto mounting bracket on the housing.
3. Thread A/C Cable through the cable glider as shown.
4. Push top sleeve of cable glider to release lock and adjust level.
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1. Insert the hook clip through the loop of the chain.
2. Attach hook clip onto the holes on the top of the
mounting bracket above the housing as shown.
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1. Attach the Mounting Clips to the ceiling as shown. Gasket
2. Do the wire connections to the J-Box.
3. Snap the fixture onto the Mounting Clips on the wall/ceiling. TT
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1. Attach the pivot bracket together as shown. Mounting .
2. Attach the assembly to the surface mounting clip as shown. Clip PN %
3. Mount the assembly to the desire location on wall/ceiling. Washer IR
4. Snap the fixture onto the pivot brackets on the wall/ceiling. Hex Nut
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1. Attach Mounting Clips to Single Pendant Mounting Bracket. )

2. Attach Single Pendant Mounting Bracket Assembly to Stem.

3.  Snap fixture onto Mounting Clips on Single Pendant
Mounting Bracket.

——

BS101 LED




INSTALLATION INSTRUCTIONS

BS101LED

PENDANT (DOUBLE)(DPK)

i §

- - 3 = - ",
e ]

Ln
Ln

=
=

Ln

1. Attach the stem adaptor cap to the surface mounting clip
using provided lock nut as shown.

2. Snap the assembly to the mounting bracket on the housing.

3. Attach stem adaptor & stem to the stem end cap.
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1. Attach the Quick Mounting Plate assembly to the J-box &

ceiling as shown.

Do the wire connections to the J-Box.

3. Snap the fixture onto the Quick Mounting Plate assembly on
the wall/ceiling.
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1. Attach the Surface Mounting Clips to Trunion Bracket as
shown.

Attach the Trunion Bracket assembly to the ceiling.

3. Snap the fixture onto the Surface Mounting Clips.
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NOTE: Twist the canopy for
the tab to engage
with slotted hole on
canopy

Slot



