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MINIMUM ENCLOSURE DIMENSIONS

LED corn lamps can be used in enclosed luminaires with the
following minimum internal cavity sizes.

LED CORN LAMPS 31-13L

3L 6L 1ML 13L

10"x 8" x 8" 10" x 8" x 8" 16" x 9" x9” 17" x 10" x 10”

ORDERING INFORMATION

Series Nominal Lumens

3L= 3,000 lumens
6L= 6,000 lumens
11L= 11,000 lumens
13L= 13,000 lumens

(oe][]
Temperature

5K = 5,000k

e‘z CATALOG NUMBER:
SPEC
NOTES:

FIXTURE TYPE:

PROJECT:

FEATURES

= Available in 5000k (cool white) color temperature.*

= Long-life LEDs provide at least 174,000 hours of operation with at least
70% of initial lumen output (L70).**

= CORN-3L-5K provides 2,943 lumens and 114 lumens per watt, (LPW).*
= CORN-6L-5K provides 5,810 lumens and 112 LPW.*

= CORN-11L-5K provides 10,920 lumens and 112 LPW.*

= CORN-13L-5K provides 13,327 lumens and 113 LPW.*

= Universal 120-277 AC voltage (50-60Hz) is standard.

= Power factor > 0.90.

= Total harmonic distortion < 20%.

= Color rendering index > 80.

= Mogul (E39) base socket is standard. For applications requiring
medium (E26) base sockets, a socket adapter is required. E39 to E26
socket adapter part number = SKTADPTR-E39TOE26.

= Easy installation in new construction or retrofit.

*Contact factory for other color temperatures and lumen packages.
**L70hours are IES TM-21-11 calculated hours.

WARRANTY & LISTINGS

= cULus listed for wet locations.
= Surge immunity protection = 4kV.
= 5-year warranty of all electronics and housing.

EXAMPLE: CORN-11L-5K

Accessories (Order Separately)

SKTADPTR-E39TOE26 = Mogul (E39) to medium
(E26) socket adapter
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LEDALUX

ELECTRICAL DATA

Model

CORN-3L-5K
CORN-6L-5K
CORN-11L-5K
CORN-13L-5K

Temperature

Color

5000k
5000k
5000k
5000k

(o

>80

>80
>80
>80

Luminaire Luminaire Lumens/
Lumens

2,943
5,810
10,920
13,327

Watts

26

52

97
118

LED CORN LAMPS 31-13L

Watt

114
112
112
113

Input

Voltage?

120-277
120-277
120-277
120-277

120v

0.22
0.43
0.81
0.98

Input Current (A)
240V

0.11
0.22
0.40
0.49

L70

25°C

277V

0.09 >90%
0.19 >90%
0.35 >90%
0.43 >90%

174,000 Hours I

<20%
<20%
<20%
<20%

174,000
174,000
174,000
174,000

1Color rendering index.

2 All 50-60Hz.

3Total harmonic distortion.
4L, refers to the number of hours at which lumen output declines to 70% of the initial level. L,, hours are IES TM-21-11 calculated hours.

PHOTOMETRIC DATA*

CORN-3L-3K
Luminaire Data Zonal Lumen Summary
L Corn Lamp Zone Lumens %Fixt
Description
3L, 3K 0-20° 34 1.2%
Total Lumens 2,818 0-30° 97 3.4%
Input Wattage 26 0-40° 219 7.8%
Efficacy (Im/W) 109 20-50° 388 13.8%
Spacing Criterion 3.9 40-70° 885 31.4%
(0-180°) 0-60° 729 25.9%
Spacing Criterion T 0-80° 1,516 53.8%
(90-270°) 0-90° 1,936 68.7%
90-180° 882 31.3%
0-180° 2,818 100.0%
CORN-6L-3K
Luminaire Data Zonal Lumen Summary
b o Corn Lamp Zone Lumens %Fixt
escription
6L, 3K 0-20° 78 1.4%
Total Lumens 5,560 0-30° 218 3.9%
Input Wattage 52 0-40° 515 9.3%
Efficacy (Im/W) 107 20-50° 961 17.3%
Spacing Criterion 3.88 40-70° 2,177 39.2%
(0-180°) 0-60° 1,796 32.3%
Spacing Criterion o6 0-80° 3,596 64.7%
(90-270°) 0-90° 4,351 78.3%
90-180° 1,209 21.7%
0-180° 5,560 100.0%
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LED CORN LAMPS 31-13L

PHOTOMETRIC DATA*

CORN-11L-3K
Luminaire Data Zonal Lumen Summary
o Corn Lamp Zone Lumens %Fixt
Description
11L, 3K 0-20° 144 1.4%
Total Lumens 10,460 0-30° 411 3.9%
Input Wattage 97 0-40° 1,021 9.8%
Efficacy (Im/W) 107 20-50° 1,953 18.7%
Spacing Criterion 418 40-70° 4,382 41.9%
(0-180°) 0-60° 3,621 34.6%
Spacing Criterion 4.02 0-80° 7,125 68.1%
(90-270°) 0-90° 8,473 81.0%
90-180° 1,987 19.0%
0-180° 10,460 100.0%
CORN-13L-3K
Luminaire Data Zonal Lumen Summary
Description Corn Lamp Zone Lumens %Fixt
13L, 3K 0-20° 181 1.4%
Total Lumens 12,779 0-30° 524 4.1%
Input Wattage 118 0-40° 1,305 10.2%
Efficacy (Im/W) 109 20-50° 2,508 19.6%
Spacing Criterion 4.06 40-70° 5,534 43.3%
(0-180°) 0-60° 4,614 36.1%
Spacing Criterion 3190 0-80° 8,886 69.5%
(90-270°) 0-90° 10,435 81.7%
90-180° 2,344 18.3%
0-180° 12,779 100.0%
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*Note: All photometric data was developed with CORN lamps installed in King Luminaire K400 series (mogul socket version).

Photometric performance for CORN lamps installed in other luminaires will differ.
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