
The LEDMPALPRO series

LED Multi-Purpose Area Luminaires 

80-140W

240-280W



ORDERING INFORMATION Weight: 11.7 lbs. (240W) & 11.9 lbs. (280W)
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FIXTURE TYPE: 
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LEDALUX- a division of Mule Lighting, Inc   • 46 Baker Street Providence, RI 02905   •  800 556-7690 P 401 941-2929 F   • www.LEDALUX.com

PRODUCT DESCRIPTION DIMENSIONS

DIMENSIONS

ORDERING INFORMATION

The LEDMPALPRO series is a group of premium architectural LED area 
luminaires designed to illuminate parking areas, pathways, building 
facades, loading docks, and a wide variety of other large, general site 
lighting applications. Multiple mounting options make the LEDMPALPRO 
a versatile luminaire for flood lighting, pole-, ground-and wall-mounted 
area lighting, and other outdoor lighting requirements.

LEDMPALPRO 80-140W AND 240-280W

Weight: 8.2 lbs. (80W), 10.8 lbs. (100W) & 11 lbs. (140W)

12 ⅝”

10 ⅝”

2 ¾”

LED Area Luminaire

Model Mounting Brackets
(Order Separately)

LEDMPALPRO240

LEDMPALPRO280

Color 
Temperature

Shields, Wire Guards & NEMA Photocell Kit
(Order Separately)

4K = 4000k
5K = 5000k

4K = 4000k
5K = 5000k

LEDMPALPRO-YK-240/280 = Yoke Mounting Bracket, 
 240 – 280W 

LEDMPALPRO-TR-80/280 = Trunnion Mounting 
 Bracket, 80 – 280W 

LEDMPALPRO-ARM-80/280 = Arm Mounting Bracket, 
 80 – 280W 

LEDMPALPRO-SF-80/280 = Slip-Fitter Mounting 
 Bracket, 80 – 280W 

LEDMPALPRO240/280-FGS = Full Glare Shield, 
  240 – 280W 

LEDMPALPRO240/280-HGS = Half Glare Shield, 
  240 – 280W 

LEDMPALPRO240/280-WG = Wire Guard, 
  240 – 280W 

LEDMPALPRO-PCKIT-80/280 = NEMA Photocell 
 Installation Kit, 80 – 280W

Model

LEDMPALPRO80

LEDMPALPRO100

LEDMPALPRO140

Color 
Temperature

Shields, Wire Guards, & NEMA Photocell Kit
(Order Separately)

Mounting Brackets
(Order Separately)

4K = 4000k
5K = 5000k

4K = 4000k
5K = 5000k

4K = 4000k
5K = 5000k

LEDMPALPRO-YK-80/140 = Yoke Mounting Bracket, 
  80 – 140W 
LEDMPALPRO-TR-80/280 = Trunnion Mounting 
  Bracket, 80 – 280W 
LEDMPALPRO-ARM-80/280 = Arm Mounting Bracket, 
  80 – 280W 
LEDMPALPRO-SF-80/280 = Slip-Fitter Mounting 
  Bracket, 80 – 280W 

LEDMPALPRO80/100/140-FGS = Full Glare Shield, 
 80 – 140W 

LEDMPALPRO80/100/140-HGS = Half Glare Shield, 
 80 – 140W 

LEDMPALPRO80/100/140-WG = Wire Guard, 
 80 – 140W 

LEDMPALPRO-PCKIT-80/280 = NEMA Photocell 
 Installation Kit, 80 – 280W 


