
Lighting Solutions

HARSH & HAZARDOUS
ENVIRONMENT

A DIVISION OF MULE LIGHTING, INC.



5 USA 
Manufacturing 
Locations
• Tampa, FL
• Memphis, TN
• Walden, NY
• Cerritos, CA
• Vancouver, WA

LIGHTING & ELEC TRICAL 
PRODUC TS MANUF ACTURERS Class I, Division 2 -

APPLICATIONS

Harsh Environment -

APPLICATIONS

A DIVISION OF MULE LIGHTING, INC.

With extensive inventory available in multiple U.S. locations, LEDalux can deliver 
the lighting products your customers need—when they need them. 

Our products are always in stock and ready for fast delivery.

LEDALUX Value Proposition

C1D2H A Z A R D O U S

HAZARDOUS

NEC/CEC Hazardous Location
LEDalux offers Hazardous Location fixtures for Class 1, Division 2 envi-
ronments Groups A, B, C and D. These products have been tested and 
certified to UL 844 through ETL for electrical installations in North 
America that are governed by the National Electrical Code (NEC) and 
Canadian Electrical Code (CEC).

Hazardous Location Classification Definitions:
Class I: Gases
Areas in which flammable gases or vapors are present in the air, in 
sufficient quantities to ignite or explode.

Division 2:
Not Normally Present Areas in which ignitable concentrations of hazards 
are normally in closed containers or closed systems. Hazards may be 
present due to accidental rupture or breakdown of such containers or 
systems.



Shown with 25° 
Wall Mount

Shown with 90° 
Wall Mount

Flood Shown with

Pendant Mount

Ceiling  Mount

Shown with 90° 
Stanchion Mount

Shown with 25° 
Stanchion Mount

Class 1, Division 2

T4 Temperature Rating

ORDER INFORMATION EXAMPLE: 

Model Optics Wattage Driver CCT Lens Color Mount Options
HLP15Q LED Hazardous F 57 U 4K

5K
C P SP

A

C

D

Dimensions

Height 1 (A)

Diameter 1 (C)

Diameter 2 (D)

Order Information Example: 

Model Optics Wattage Driver CCT Lens Color Mount Options

HLP15Q LED Hazardous F 57 U 4K
5K

C CM SP

Dimensions
Height (A)

A

½" Pendant Hub

¾" Entrance Plugs

HLP15 SERIES

HLP15Q Hazardous Location LED Explosion Proof Luminaire 

HLP15Q Hazardous Location LED Explosion Proof Luminaire 

A DIVISION OF MULE LIGHTING, INC.

C1D2H A Z A R D O U S

HAZARDOUS

C1D2H A Z A R D O U S
HAZARDOUS



Order Information Example: 

Model Optics Wattage Driver CCT Lens Color Mount Options

HLP15Q=E F 57 U 4K
5K

C W25=
W90=

SP

Order Information Example: 

Model Optics Wattage Driver CCT Lens Color Mount Options

HLP15Q=E F 57 U 4K
5K

C S25=
S90=

SP

Dimensions
Height 1 (A)

Length (C) 13

Width (D)

Dimensions
Height 1 (A)

Length (C) 13

Width (D)

Dimensions
Height 1 (A)

13

Width (C)

Dimensions
Height 1 (A)

13

Width (C)

C

C

C

C

A

A

A

A

D

D

25°

25°
90°

25° Wall Mount

25° Stanchion

90° Wall Mount

90° Stanchion

¾" Entrance Plugs

Mounts to 1¼" NPT

Order Information Example: 

Model Optics Wattage Driver CCT Lens Color Mount Options

HLP15Q=E F 57 U 4K
5K

C Y SP

Dimensions
Height (A)

Length 1 (C)

Length 2 (D)

C

D

A

Shown with 25° Wall 
Mount

Shown with 25° 
Stanchion Mount

Shown with 90° Wall 
Mount

Shown with 90° 
Stanchion Mount

5000 CCT 80 CRI 4000 CCT 80 CRI

LED Board Watts Drive Current 
(mA)

Input 
Watts Optics Lumens LPW Lumens LPW

EasyLED 57w (Clear Lens) F

Class 1, Division 2

T4 Temperature Rating

Photometric Performance

HLP15Q Hazardous Location LED Explosion Proof Luminaire 

HLP15Q Hazardous Location LED Explosion Proof Luminaire 

HLP15 SERIES

HLP15Q Hazardous Location LED Explosion Proof Luminaire 

MH=12 Feet

C1D2H A Z A R D O U S

HAZARDOUS

A DIVISION OF MULE LIGHTING, INC.
C1D2H A Z A R D O U S

HAZARDOUS



C1D2 Die Cast Linear

LXHLV1AOQ

Accessories

Accessories

Accessories

LXHLV1AHQ

LXHLV1AVQ

D

A

C

Order Information Example: LXHLV1AOQF37U5KCP

Model Optics Wattage Driver CCT Lens Color

LXHLV1AOQ = 

LXHLV1AHQ = 

LXHLV1AVQ = 

F 22
37

U 4K
5K

C

L

P
C

Order Information Example: LXHLV2AOQF66U5KCP

Model Optics Wattage Driver CCT Lens Color

LXHLV2AOQ = F 47
66

U
H

4K
5K

C

L

P
C

D

A

C

Stainless Steel 

Stainless Steel Adjustable 

Stainless Steel Adjustable 

Stainless Steel Adjustable 

Stainless Steel Adjustable 

Stainless Steel Adjustable 

Order Information Example: LXHLV4AOQF136U5KCP

Model Optics Wattage Driver CCT Lens Color

LXHLV4AOQ = F 112
136

U
H

4K
5K

C

L

P
C

D

A

C

LXHLV1AQ Hazardous Location 

LXHLV4AQ Hazardous Location 

LXHLV2AQ Hazardous Location 

LXHLVA SERIES

Dimensions
Width (D) 12

Length (C)

Height (A)
LXLV1AOQ: 
LXLV1AHQ: ¼
LXLV1AVQ: ¼

Dimensions
Width (D)

Length (C)

Height (A)

Dimensions
Width (D)

Length (C)

Height (A)

187,000 HoursL70
25°C

138,000 HoursL70
25°C

165,000 HoursL70
25°C

Class 1, Division 2

T4 Temperature Rating

LXHLV1AQ Clear Lens LXHLV2AQ Clear Lens LXHLV4AQ LumaLens
Photometric Performance

C1D2H A Z A R O U S

HAZARDOUS

A DIVISION OF MULE LIGHTING, INC.
C1D2H A Z A R D O U S

HAZARDOUS

LXHLVA Series



C1D2 Hazardous

Class 1, Division 2
Groups A, B, C, D
T4 Temperature Rating

Order Information Example: 

Model Optics Wattage Driver CCT Lens Color Mount Options

HLP5Q F= 132 U 4K
5K

C Y SP

Dimensions
Height (A)

13

Length (C)

5000 CCT 80 CRI 4000 CCT 80 CRI

LED Board Watts Drive Current 
(mA)

Input 
Watts Optics Lumens LPW Lumens LPW

EasyLED 132w F

HLF25QF132U5KC-Clear Tempered Glass Lens
Photometric Performance

Harsh Environment 

Dimensions
Diameter (D)

Height (A)
VP53Q:

VW53Q:A

D

Order Information Example: LXVP53QF1X23U5KPSF

Model Optics Wattage Driver CCT Color Options

LXVP53Q
LXVW53Q

F 1X23 U 4K
5K

P
C

See Spec Pages for
Options Ordering Logic

VAPORPROOF SERIES

HLF25 SERIES

LEDicated 

HLF25Q Hazardous Location LED Explosion Proof 

A

C

187,000 HoursL70
25°C

329,000 HoursL70
25°C

MH=12 Feet

A DIVISION OF MULE LIGHTING, INC.

LXVB53Q LXVP53Q LXVW53Q

LXVB53Q



Die Cast Linear Harsh

LXLV1AOQ

Accessories

Accessories

Accessories

LXLV1AHQ

LXLV1AVQ

Dimensions
Width (D) 12

Length (C)

Height (A)
LXLV1AOQ: 
LXLV1AHQ: ¼
LXLV1AVQ: ¼

D

A

C

Dimensions
Width (D)

Length (C)

Height (A)

Order Information Example: LXLV1AOQF37U5KCP

Model Optics Wattage Driver CCT Lens Color

LXLV1AOQ = 

LXLV1AHQ = 

LXLV1AVQ = 

F 22
37

U 4K
5K

C

L

P
C

Order Information Example: LXLV2AOQF66U5KCP

Model Optics Wattage Driver CCT Lens Color

LXLV2AOQ = F 47
66

U
H

4K
5K

C

L

P
C

D

A

C

Stainless Steel 

Stainless Steel 

Stainless Steel 

Stainless Steel Adjustable 

Stainless Steel Adjustable 

Stainless Steel Adjustable 

Order Information Example: LXLV4AOQF136U5KCP

Model Optics Wattage Driver CCT Lens Color

LXLV4AOQ = F 112
136

U
H

4K
5K

C

L

P
C

D

A

C

LXLV1AQ Harsh Environment 

LXLV4AQ Harsh Environment 

LXLV2AQ Harsh Environment 

LXLVA SERIES

187,000 HoursL70
25°C

138,000 HoursL70
25°C

Dimensions
Width (D)

Length (C)

Height (A)

165,000 HoursL70
25°C

LXLV1AQ Clear Lens LXLV2AQ Clear Lens LXLV4AQ LumaLens
Photometric Performance

A DIVISION OF MULE LIGHTING, INC.

LXLVA Series



Harsh Environment Low
Non-Metallic Luminaires

Order Information Example: VNR34QF1X34U5KLPZSP

Model Optics Wattage Driver CCT Lens Color Options

VNR34Q= F 1X34 U
H

4K
5K

LP Z
C

See Spec Pages for
Options Ordering Logic

A

D

Order Information Example: VN34QF1X23U5KLPZSP

Model Optics Wattage Driver CCT Lens Color Options

VN34Q= F 1X23 U
H

4K
5K

LP Z
C

See Spec Pages for
Options Ordering Logic

D

A

Order Information Example: VN44QF1X45U5KLPZSP

Model Optics Wattage Driver CCT Lens Color Options

VN44Q= F 1X45 U
H

4K
5K

LP Z
C

See Spec Pages for
Options Ordering Logic

D

A

Order Information Example: 

Model Driver CCT Color Options

LV2PS21=
LV4PS42=

U C 5K See Spec Pages for
Options Ordering Logic

LV2PS21 Dimensions
Width (D)

Length (C)

Height (A)

LV4PS42 Dimensions
Width (D)

Length (C)

Height (A)

C

D

A

Linear LED Vaportight Accessories

Order Information Example: 

Model Length/Optic/Wattage Driver CCT Color Options

= 4QF1X47 U 5K W See Spec Pages for
Options Ordering Logic

Dimensions
Diameter (D)

D

Wattstopper Passive Infrared Occupancy Sensor

VN34Q Low Profile

VN44Q Low Profile

VNR34Q Low Profile
39 Input Watts; 4,600-4,800 Lumens; Replaces up to 100w HID

Dimensions
Width (D)

Height (A)

Dimensions
Width (D) 12

12

Height (A)

Dimensions
Diameter (D)

Height (A)

LVP Linear LED 

169,000 HoursL70
25°C

147,000 HoursL70
25°C

147,000 HoursL70
25°C

187,000 HoursL70
25°C

A DIVISION OF MULE LIGHTING, INC.



A DIVISION OF MULE LIGHTING, INC.
46 Baker Street,

Providence, RI 02905
Phone: (800) 556-7690

www.LEDalux.com


