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LM-79-08 Test Report 

For 

SHENZHEN JIANGJING LIGHTING CO., LTD. 

 

3-5 Floor, Building A & 4-5 Floor, Building C, Aiqun Road, Tongfuyu Industrial Zone, Shangwu Community, 

Shiyan Street, Bao'an District, Shenzhen City, Guangdong Province, China. 

 

LED PANEL 

 

Model Name(s): 

PLC-35W-24-28-DM-02 PLC-40W-24-28-DM-02 

PLC-45W-24-28-DM-02 PLC-50W-24-28-DM-02 

 

Representative (Tested) Model: 

PLC-50W-24-28-DM-02 

 

Model Difference: All is the same construction, except Wattage  
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Product Information: 

Client Name: SHENZHEN JIANGJING LIGHTING CO., LTD. 

Brand Name: JIANGJING 

Model Number: PLC-50W-24-28-DM-02 

Product Type: 2x4 Luminaires for Ambient Lighting of Interior Commercial Space 

Rating Input: 120-347Vac, 50/60Hz, 50W 

Declared CCT: 3000K, 3500K, 4000K, 5000k 

Declared Light Output: 5250 lm 

LED Manufacturer: ShenZhen JuFei Optoelectronics Co., Ltd. 

LED Model: 2835 White SMD LED 

Test Information: 

Standard Lamp: Total Spectral Radiant Flux Standard Lamp, trace to NIST. 

1. D908S for Gonio 

2. D215S for Integrating Sphere 

Date of Receipt Samples: 2018-07-06 

Quantity of Receipt Samples: 1 

Sample Number: 180706008-S1 

Laboratory Information: 

Test Laboratory: Dongguan New Testing Centre Co., Ltd 

Laboratory Address: 3F, No. 1 the 1st North Industry Road, Songshan Lake Science & Technology Park, 

Dongguan, Guangdong, China 

Laboratory Contact Name: Neil Zhong 

Laboratory Contact E-mail: Neil_ntc@163.com 

Report Information: 

Issued Date of Test Report: 2018-07-26 

Revised Date of Test Report: N/A 

Test Report No.: NTCR18070091 

Remark (If applicable): N/A 

  

mailto:Neil_ntc@163.com


TESTING 
NVLAP LAB CODE 600150-0 

Laboratory: Dongguan New Testing Centre Co., Ltd 
Address: 3F, No. 1 the 1st North Industry Road, Songshan Lake Science & Technology Park, Dongguan, 

Guangdong, China 

Tel: 86-769-89874553 

Website: http://www.ntc-cert.com 

Report No: NTCR18070091 

Report Version: V1.2 

 

Test Specification: 

Date of Test 2018-07-18 

Test Item 1. Total Luminous Flux 

2. Luminous Distribution Intensity 

3. Luminous Efficacy 

4. Correlated Color Temperature 

5. Color Rendering Index 

6. Chromaticity Coordinate 

7. THD and PF 

Reference Standard IES LM-79-2008 Electrical and Photometric Measurements of Solid-State Lighting Products 

ANSI C78.377-2017 Specifications for the Chromaticity of Solid State Lighting Products 

CIE 13.3-1995 Method of Measuring and Specifying Color Rendering Properties of Light 

Sources 

CIE 15-2004 Technical Report Colorimetry 

 

Test Methods: 

1. Photometric and Electrical Measurements – Light Distribution Method: 

Photometric parameters were measured using the goniophotometer and software. The ambient temperature shall be 

maintained at 25 °C ± 1°C, measured at a point not more than 1 m from the sample and at the same height as the 

sample. The sample was operated at required Voltage and Frequency. It was stabilized before measurement was made. 

Luminous Flux, Luminaire Efficacy and Zonal Lumen were calculated from the software taken at 1° vertical intervals 

and 15° horizonal intervals.  

2. Photometric and Electrical Measurements – Integrating Sphere Method: 

Photometric parameters were measured using an integrating sphere, as spectroradiometer and software. The ambient 

temperature condition inside the sphere was measured at 25 °C± 1°C. The sample measurements were made using a 

spectroradiometer connected by a fiber optic cable and detector through the detector port of the integrating sphere. The 

sample was operated at require Voltage and Frequency. It was stabilized before measurement was made. Chromaticity 

Coordinates, Correlated Color Temperature and Color Rendering Index were calculated from the spectral radiant flux 

measurements taken at least 1 nm intervals over the rage of 380 to 780 nm. 

3. THD and PF Measurements: 

The sample was tested according to the ANSI C82.77-2002, the sample was operated at requirement Voltage and 

Frequency, and was stabilized before measurement. The Total Harmonic Distortion was calculated from the Digital 

Power Meter. 
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Integrating Sphere Test Results: 

Test Condition: 

Test Ambient (°C) Test Humidity (%) Orientation Stabilization Time (minute) Test Time (minute) 

24.4 40.9 Face Down 90 10 

Electrical Data: 

Model 

Number 

CCT(K) Voltage (V) Frequency 

(Hz) 

Current (A) Wattage (W) Power Factor 

PLC-50W-24-

28-DM-02 

3000 120.0 60 0.4066 48.44 0.9922 

3500 120.0 60 0.4191 48.88 0.9924 

4000 120.0 60 0.4162 49.56 0.9923 

5000 120.0 60 0.4114 49.02 0.9923 

Color Data: 

Model 

Number 

CCT(K) Color 

Rendering 

Index (CRI) 

R9 Duv Total 

Luminous 

(lm) 

Luminous 

Efficacy 

(lm/w) 

PLC-50W-24-

28-DM-02 

2936 81.4 3 0.00134 5468.74 112.90 

3629 85.2 18 -0.000282 5528.80 113.11 

4222 85.5 20 -0.0000620 5680.00 114.62 

4752 82.2 5 0.00232 5793.77 118.20 

 

Spectrum Diagram (3000K): 
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Spectrum Diagram (3500K): 

 

Spectrum Diagram (4000K): 

 

Spectrum Diagram (5000K): 
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Integrating Sphere Test Results: 

Test Condition: 

Test Ambient (°C) Test Humidity (%) Orientation Stabilization Time (minute) Test Time (minute) 

24.5 40.4 Face Down 90 10 

Electrical Data: 

Model 

Number 

CCT(K) Voltage (V) Frequency 

(Hz) 

Current (A) Wattage (W) Power Factor 

PLC-35W-24-

28-DM-02 

3000 120.0 60 0.289 34.26 0.9874 

3500 120.0 60 0.2913 34.52 0.9876 

4000 120.0 60 0.291 34.48 0.9875 

5000 120.0 60 0.2891 34.28 0.9875 

Color Data: 

Model 

Number 

CCT(K) Color 

Rendering 

Index (CRI) 

R9 Duv Total 

Luminous 

(lm) 

Luminous 

Efficacy 

(lm/w) 

PLC-35W-24-

28-DM-02 

2934 81.7 4 0.00132 4080.59 119.01 

3615 85.4 19 -0.000367 4156.60 120.40 

4220 85.7 21 -0.0000414 4221.00 122.41 

4755 82.3 5 0.00238 4282.90 124.94 

  



TESTING 
NVLAP LAB CODE 600150-0 

Laboratory: Dongguan New Testing Centre Co., Ltd 
Address: 3F, No. 1 the 1st North Industry Road, Songshan Lake Science & Technology Park, Dongguan, 

Guangdong, China 

Tel: 86-769-89874553 

Website: http://www.ntc-cert.com 

Report No: NTCR18070091 

Report Version: V1.2 

 

Goniophotemeter Test Results (Test for PLC-50W-24-28-DM-02): 

Test Condition: 

Test Ambient (°C) Test Humidity (%) Orientation Stabilization Time (minute) Test Time (minute) 

24.4 40.1 Face Down 90 25 

Electrical Data: 

Voltage (V) Frequency (Hz) Current (A) Wattage (W) Power Factor 

120.0 60 0.4066 48.44 0.9922 

Goniophotometer Data: 

Parameter Results 

Total Luminous (lm) 5468.74 

Total Luminous per foor (lm/t) N/A 

Luminous Efficacy (lm/w) 112.90 

Spacing Criterion (0-180°) 1.26 

Spacing Criterion (90-270°) 1.32 

Zonal Lumens Distribution (0-60°) 78.0% 

Beam Angle (°) 116.0 

 

Luminous Intensity Distribution Diagram: 
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Zonal Flux Diagram: 

 

 

Isocandela Diagram: 
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Luminous Distribution Intensity Data: 
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THD and PF Measurement Test Results: 

Electrical Measurement: 

Voltage (V) Frequency (Hz) Current (A) Wattage (W) Power Factor iTHD(%) 

277.0 60 0.1487 49.28 0.9552 11.63 

277.0 60 0.1354 44.30 0.9426 11.86 

277.0 60 0.1226 39.65 0.9320 12.48 

277.0 60 0.1089 34.86 0.9258 12.81 

347.0 60 0.1574 50.20 0.9189 11.89 

347.0 60 0.1423 45.03 0.9119 12.36 

347.0 60 0.1261 40.20 0.9187 13.89 

347.0 60 0.1100 35.11 0.9199 13.62 
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Photo of Sample: 
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Equipment List: 

Equipment ID Equipment Name Last Cal. Due Cal. 

NTC-F01-001 Goniophotometer System 2017-11-18 2018-11-17 

NTC-F01-006 2.0 meter Integrating Sphere 2017-11-18 2018-11-17 

NTC-F01-012 Standard Lamp 2017-11-18 2018-11-17 

NTC-F01-013 Standard Lamp 2017-11-18 2018-11-17 

NTC-F01-031 Digital Power Meter 2017-11-18 2018-11-17 

NTC-F01-019 Temperature & Humidity Meter 2017-11-23 2018-11-22 

 


