
URBAN LIGHTING
POST TOP LUMINAIRES



Luminaires & Poles
Bostonian Historic
Post Top Luminaires 

Housing: Die cast copper-free aluminum, no recycled content, 
automated silicone gaskets

Hardware: Nickel-Plated Stainless Steel hardware
LED 37w-84w

LED Arrays: 100% pure aluminum circuit boards with conformal 

Driver: 

Dimming 
Controls: Photocells, 3, 5 and 7-pin twist lock photocell receptacles, 

Decorative LED Lighting for Residential 
Areas, Parks, City Centers, Town Squares & 

Parking Areas

PB2P
Premium

PB24A4B

PADAB
Twin Arm

PB2D
Deluxe

PB2S
Standard

Shown with PADAB Twin 
Pole Mount Arm and 

AS30Q
Single Arm

Self Leveling Pendant

Die Cast Aluminum 
Heat Sink

available in Clear or Opal
UV-Stabilized Polycarbonate

LUMEN OUTPUT 
Housing-Wattage Lumen Range Housing-Wattage Lumen Range

Astor AS30 - 37W 3100-3200 Bostonian PB2 - 37W 2000-2100

Astor AS30 - 65W 5400-5700 Bostonian PB2 - 65W 3200-3700

Astor AS30 - 84W Bostonian PB2 - 84W

NOTE: Variance based on CCT and optical distribution 

Shown with ASWM11
Wall Mount Arm

Photocell Available on

Astor



Astor Bell Pendant Luminaires 

Deluxe with
Spear Finial

Premium with
Fleur-de-lis Finial

Standard with 
Spear Finial

Rev. 061220

BOSTONIAN HISTORIC SERIES ORDERING GUIDE

URBAN LIGHTING 

Order Information Example: PB2P3FQF1X84U4KBSF

Model Globe Finial Optics Wattage Driver CCT Color Options

PB2S=Standard 
Post Top Luminaire
PB2D=Deluxe 
Post Top Luminaire
PB2P=Premium 
Post Top Luminaire

3
5

F
S=Spear

QF 1X37=37w 
1X65
1X84=84w

U
H

3K=3000K*
4K=4000K
5K=5000K

B
C=Custom

SF
DF
S2=Microwave Sensor with Dimming for Mounting 

S4

Dimensions

Diameter (D) 16

Height with Fleur-De-Lis (A)

Height with Spear (A) 39

Inner Diameter (B)

Outer Diameter (B) 39/16

A

B

D

Order Information Example: AS301QF1X84U5KCBSF

Model Optics Wattage Driver CCT Lens Color Options

AS301Q=EasyLED Astor 
Pendant 

C
F

1X37=37w 
1X65
1X84=84w

U
H

3K=3000K*
4K=4000K
5K=5000K

C=Clear 
Prismatic 
Array Lens
L=LumaLens 

Lens

B
C=Custom
(Consult

SF

DF

SP=Surge Protection
S2=Microwave Sensor with 

S4

Order Information Example: ASMA12BR7

Model Color Options

ASWM11=Single Wall 
Mount Arm
ASMA11=Single Pole 
Mount Arm
ASMA12=Dual Pole 
Mount Arm

B
C=Custom

R3=3-Pin Twist Lock Photocell 

R5=5-Pin Twist Lock Photocell 

R7
Twist Lock Photocell 

Order Information Example: PSRA2555BP3

Model Height/Shaft/Gauge (Pick One) Color Pole Top 
Mounting Options

4" Round 5mm Wall 5" Round 5mm Wall

PSRA
Aluminum Pole

2045=20´ 2555=25´ B P3
Tenon

(Leave Blank)
LAB
LBC

Select PoleStep 3:

Select FixtureStep 1: Step 2:

Order Information Example: PARF422DBBLAB
Model Shaft/Height/Style Color Options

PARF
Aluminum Extruded 
Pole

416AB
422DB

B (Leave Blank)= No 

LAB= Less Anchor 

Dimensions

Diameter (D)

Height (A)

D

A

Select Fixture Select Arm Select Pole

Step 3:Step 1: Step 2:
Specification

NOTE:  Options include photocell controls, sensor controls, photocell receptacles, fusing, and surge suppression
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