
CATALOG NUMBER: 

NOTES: 

FIXTURE TYPE: 

PROJECT:

LEDALUX- a division of Mule Lighting, Inc   • 46 Baker Street Providence, RI 02905   •  800 556-7690 P 401 941-2929 F   • www.LEDALUX.com

ORDERING INFORMATION

AURORATM

NSF - IP66 - COLD STORAGE - LINEAR HIGH-BAY

ORDERING EXAMPLE: AURA-ST23L-MD-MV-SP2-L7-50K-80-CH-G-P3-EM

EMERGENCY BATTERY BACKUP
Option for Aurora fixtures:
• Minimum 90-Minute Duration
• 16W 2400 Lumen Maximum Based on Fixture Wattage 
• Temperature Range from 50°F to 122°F (10°C to 50°C)

PRODUCT DESCRIPTION
The Aurora is designed for the harsh environments found in food 
processing, heavy manufacturing, cold storage, warehouse, and 
distribution facilities. The IP66 waterproof rated fixture can operate in 
extreme temperature ranges. This fixture is ideal for new construction 
or as an upgrade on existing linear fluorescent and HID high-bay 
fixtures.

141,500 Hours

U.S. Patent No. 0102691 A1

 PERFORMANCE

Lumen Output 15,000-60,000 lumens

Lifespan L70 > 141,500 Hours

Ambient Temperature -40°F to 131°F (-40°C to 55°C) 

Warranty 5 Years

Efficacy >145 LPW

Power Washing Up to 1600 PSI

 ELECTRICAL

Operating Voltage 120-277V

Input Frequency 50/60Hz 

Input Wattage 100-400W

Surge Protection 2.5-6.0kV Standard (10kV, 20kV Optional)

Dimming 0-10V

Power Input Standard 6’ Yellow Cable (5-Conductor Wire to Pigtails)
(Black, White, Green, Purple, Gray)

 CONSTRUCTION

IP Rating IP66

IK Rating IK10

Dimensions 2ft - 12”W x 27”L / 4ft -12”W x 52”L

Housing Die Casted Aluminum Alloy, Extruded Aluminum

Finish Common Epoxy Resin Powder Coat

Lens Polycarbonate (Not Recommended for Alkaline Industrial 
Cleaners)

 OPTICAL

CRI

CCT 4000K, 5000K

Beam Angle 90° - MD, 120° - WD (Wattage Specific)

FOOD & BEVERAGE 
PROCESSING

MANUFACTURING  
& DISTRIBUTION

LIVESTOCK 
FARMING

Model Lumen Pkg Distribution Voltage Internal Surge Protector Control Option CCT CRI Mounting Finish

AURA = 
Aurora Linear 
High Bay

ST (Standard) MD=Medium (90 °)
WD=Wide (120 °)

MV=120-277v Leave Blank = Standard 2.5 to 6.0KV
SP =10kV SP 120-277V
SP2 =20kV SP 120-277V

Leave Blank =No Controls
L3 =Wet Location Motion 
Sensor 
of 8’ to 20’

of 18’ to 40’

for Mounting Heights 

L7 =Wet Location Motion 
Sensor for Mounting Heights 

40K =4000K
50K =5000K

80 CH =Chain Mount
SB =Surface Bracket
PB =Pendant Bracket
A10 =10’ Aircraft

G=Gray
W=White*

*Model specific, 
contact factory

ST15L =15,000
ST23L =22,500
ST30L =30,000 
ST38L =37,500
ST45L =45,000 
ST60L =60,000
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OPTIONS & ACCESSORIES

141,500 Hours

Options
Options Description

EM Emergency Battery Backup *see restrictions*

Y10 5 conductor yellow wire that is 10 feet long

W10 5 conductor white wire that is 10 feet long

UP Uplight (120deg uplight angle)

Plugs
Plugs Description

P3 3pin Mini Connector Male Plug

5P

L7P Locking 277v Plug 

OPTION VALUE
Ordering Restrictions 

EM Backup is not supported by HV fixtures

EM Backup temperature range 10-50°C (50-122°F)

ST15L and ST23L only rated -20-55°C

ST15L and ST23L come with standard 2.5kV surge protection

Plug Options 5P, L7P are not IP rated

Uplight option features 1 LED light bar (120° lens) facing upwards

Surface/Pendant Brackets only come with hardware to attach bracket to 
fixture

AURORATM

NSF - IP66 - COLD STORAGE - LINEAR HIGH-BAY



AURORA CHARACTERISTICS

AMBIENT TEMPERATURE RATINGS

AURORA DISTRIBUTION DIAGRAM
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141,500 Hours

Performance Package Fixture with MS with EM

ST -20°C to 55°C -20°C to 55°C 10°C to 50°C

Lumen 
Package

Wattage Amp Dimensions Weight

Comparable Light Source120V 277V 120V 277V Length Width Depth lbs kg

15L (ST) 106 104 0.4 26.71" 12.20" 2.33" 3.9

23L (ST) 159 155 1.34 0.59 26.71” 12.20” 2.33” 9.45 4.29

30L (ST) 212 207 0.79 26.71” 12.20” 2.33” 11.15 5.06

38L (ST) 261 255 2.20 0.97 12.20” 2.33” 350W XHO HID, 360W HID

45L (ST) 311 12.20” 2.33” 10-Lamp T5HO, 400W HO HID

60L (ST) 424 415 3.57 12.20” 2.33” 22.50 10.21 750W HID

(ST) = Standard

Aurora MD Light Distribution Aurora WD Light Distribution

AURORATM

NSF - IP66 - COLD STORAGE - LINEAR HIGH-BAY



2FT DIMENSIONAL DATA

Aurora 2ft Aurora 2ft with EM Backup

Aurora 2ft 3s bottom viewAurora 2ft 4s bottom view

Aurora 2ft 3s top viewAurora 2ft 4s
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141,500 Hours
AURORATM

NSF - IP66 - COLD STORAGE - LINEAR HIGH-BAY



2FT DIMENSIONAL DATA

Aurora 2ft with Pendant Bracket

Aurora 2ft with Surface Bracket
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141,500 Hours
AURORATM

NSF - IP66 - COLD STORAGE - LINEAR HIGH-BAY



4FT DIMENSIONAL DATA

Aurora 4ft Aurora 4ft with EM Backup

Aurora 4ft 3s bottom viewAurora 4ft 4s bottom view

Aurora 4ft 3s top viewAurora 4ft 4s
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141,500 Hours
AURORATM

NSF - IP66 - COLD STORAGE - LINEAR HIGH-BAY



4FT DIMENSIONAL DATA

Aurora 4ft with Surface Bracket

Aurora 4ft with Pendant Bracket
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141,500 Hours
AURORATM

NSF - IP66 - COLD STORAGE - LINEAR HIGH-BAY


