








LEDALUX

BOL-LKFS

Round & Square Bollards Lumen & Kelvin Field Selectable gpgc

W,KdKD dz/ d

BOL-RD-3L-LKFS
Luminaire Data

Luminaire Classification Systems (LCS)

Description BOLLARD (ROUND DOME) LCS Zone Lumens %Lum
3L 5K - LKFS FL 0-30 96 3.0%
Total Lumens 3,251 FM 30-60 756 23.3%
Input Wattage 23 FH 60-80 539 16.6%
Efficacy (Im/W) 143 FVH 80-90 124 3.8%
Max. Cd. 765.57 (45H, 52V) BL 0-30 104 3.2%
IES Classification Type VS BM 30-60 768 23.6%
Longitudinal Classification |Very Short B 60-80 °28 16.2%
BVH 80-90 116 3.6%
uL 90-100 110 3.4%
Zonal Lumen Summary UH 100-180 111 3.4%
Zone Lumens %Fixt Total 3,251 100.0%
0-30° 200 6.2% BUG Rating B2-U3-G2
0-60° 1,724 53.0%
0-80° 2,790 85.8% Photometrics calculated at 5000k - high lumens
80-90° 240 7.4% setting
0-90° 3,030 93.2%
90-110° 161 5.0%
110-180° 0 0.0%
0-180° 3,251 100.0%
BOL-RDL-2L-LKFS
Luminaire Data Luminaire Classification Systems (LCS)
Description BOLLARD (RDL) LCS Zone Lumens %Lum
2L 5K - LKFS FL 0-30 32 1.9%
Total Lumens 1,688 FM 30-60 201 11.9%
Input Wattage 23 FH 60-80 253 15.0%
Efficacy (Im/W) 74 FVH 80-90 115 6.8%
Max. Cd. 292.72 (225H, 67V) BL 0-30 29 1.7%
IES Classification Type VS BM 30-60 192 11.4%
Longitudinal Classification [Short B 60-80 230 14.8%
BVH 80-90 116 6.9%
uL 90-100 202 12.0%
Zonal Lumen Summary UH 100-180 296 17.5%
Zone Lumens %Fixt Total 1,688 100.0%
0-30° 61 3.6% BUG Rating B1-U3-G2
0-60° 455 27.0%
0-80° 959 56.8% Photometrics calculated at 5000k - high lumens
80-90° 231 13.7% setting
0-90° 1,190 70.5%
90-110° 345 20.4%
110-180° 0 0.0%
0-180° 1,688 100.0%
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